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For Mobile and Industrial Hydraulic Applications i i T LML T 4%
Market-leading
extends the life
AR B AR~ RN ¥ T 8 70 1 B (5l HEREIRE (1% i B 44 [

energy savings atall efficiency ranges —
of system components, '

RO (A5,

H&V hydraulic filter media provides consistant protection while it lowers energy usage and

Target H &5 (i

BASIS WEIGHT; (as is) (1b/3,000ft%) 40
ot : (g/m’) 65
CALIPER (7.3 PSI): (in) 0.015
TIE (50 kPa): | (mm) 0.37
PERMEABILITY: (CFEM) 160
B (1/m’/sec) 1280
AR FLOW RESISTANCE: {rnm H,0) 0.5
Ly phT (Pa) 4.4
EFFICIENCY (BETA- 200): { ) 40
Paos % . um) 40
DUSTHOLDING CAPACITY: (g/m’) 155
T 75 (g/m’) 155
MAZ PORE DIAIETER: () A0
B oL+ () 80
TENSILE STRENGTH - M- {::Tf riaching) {Ihs/inch) 5.7
SR I - 00 : (kN/m) 1.0
TENSILE STRENGTH - £13: (off maching) {igineh) 34
i U - (ko) 0.6
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Test Method 3 77 i

TAPPI T410

TAFPI T410

TAPPI T411

TAPPI T411

0.5"H,0

200 Pa

5.33 ¢m/s - 10.5 FPM

3.33 em{s - 32 L/min

ISO 16889 (test rui to 200 kPa)
IS0 16885 (#& T [k %2 200kpa)
IS0 16889 {test run to 200 kPaJ
IS0 16889 [#£ T [ 2% 200 kPa)
Test liquid: Isopropancl
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TAPPI T494
TAPPI TA494

TAPPI T494

| apprT494

Will- vitty, dopndinghupon e dasign. paramatess and the normal variation of the medi
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range. We continuausly strive to defing our prraducts and hience the specifications are subject to change.
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